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Type 2000

Angle-seat valve

Type 2002 

Compact angle-seat 

valve

Type 2030

Plastic diaphragm valve

Type 2031

Diaphragm valve

Type 2012

Globe valve

Accessories for pneumatic stroke 
and rotary actuators – CLASSIC and 
ELEMENT process valves

The modular designed accessory option 

package is the comprehensive addition to the 

Bürkert process valves with pneumatic, linear 

or quarter-turn actuator (Types 2000, 2002, 

2012, 2030, 2031, 2031K, 2050, 2652, 

2655, 2658, 2672, 2675). The fl exible, easily 

accessible concept of modular accessories has 

been designed to cover individual application 

requirements in a cost-effective way.  

The design has been optimized for easy in-

stallation (retro-fi tting), commissioning and  

operation.  

• Complete modular designed accessory program

• More for less - optimal configuration costs

• Easy maintenance and commissioning

• Increase system and operational safety

Type 2XXX can be combined with...

Technical data

Type 1062

 Electrical position feedback

 (Actuator Ø 40-125)   

Mechanical limit switches

Inductive limit switches with 3-wire technology

Inductive double limit switch with 4-wire technology

NAMUR inductive double limit switch with 2-wire technology

Type 8631

 Electrical position feedback

 (Actuator Ø 80-225)

Mechanical limit switches

Inductive limit switches

Type 1060

 Position feedback

 (Actuator Ø 50-225) Change-over contact

Adapters for proximity switches Adapter for proximity switches M12 x 1 (fastening angle)

Adapter for proximity switches (Nipple with thread M12x1)

Type 1071

 External magnet inductive

 position feedback

 (Actuator Ø 50-125)

PNP

Stroke limitation

 (Actuator Ø 50-225)

 

Max. upper stroke limitation, 

without optical position indicator

Max. and Min. stroke limitation, 

with optical position indicator 

Manual override

 (Actuator Ø 50-125) With visual position indication for valve operation when 

pressure drops

NAMUR-Adapter

 (Actuator Ø 50-125) Adapter plate with screw connection for pilot valve

Type 210X

ELEMENT

Process valve
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The electrical position feedback is to be in-

stalled on a valve. Valve positions are remotely 

reported electrically according to switch type:

- open, closed (version with a limit switch) or

- open and closed (version with two switches 

or a double limit switch)

LEDs provide optical position indication 

(except with the inductive 2-wires version). 

Mechanical or inductive switches are housed 

in a compact splash-proof enclosure. The posi-

tion indicator can be rotated 360° and is easily 

fi tted to the valve. 

Type 1062, electrical position feedback

Technical data

Material 
 Body / cover
 Seal (body/cover)

 Cable gland
 Guide piece
 Spindle

PA6/PC
EPDM
PA or PVDF
Brass or stainless steel
Brass and stainless steel

Electrical connection Terminal strip with cable screwing M16x1.5, 
cable-Ø between 5 and 7 mm, wire profi le max. 1 mm2

Ambient temperature -20 to +60°C (operation and storage)

[for CSA version : 0 to +60°C (operation and storage)] 

Relative humidity ≤ 80%, without condensation

Protection class IP65 with mounted and tightened connectors and tightly 
fi xed electronic module cover

Approval Limit switches acc. to VDE, IEC, UL 61010-1, CSA C22.2 
n°61010-1-04, inductive limit switch in EExi (intrinsically safe) 
acc. to II 2 GD EEx ia II C T6, T5 or T4-T1

Mounting on piston actuator with actuator size Ø 40-125 mm

Installation As required

Mechanical limit switch (per limit switch)

Number of limit switches 1 or 2

Output version Change-over contact (open and /or closed) in silver or gold

Status Open, closed or open/closed, supply voltage, Control 
lamp (LED) : green, red, orange and electrical feedback 

Power supply 12-48 V DC/AC; 110/250 V DC/AC
[for CSA version : 12-30 V AC / 12-48 V DC]

Power consumption 
(per limit switch)

< 35 mA (48 V DC)

< 8 mA (220 V AC)

Load current (per limit switch) see table on next page

Voltage drop Max. 1 V DC

Inductive limit switch with 3-wire technology

Number of limit switches 1 or 2

Output version normally open contact (PNP)

Status Open, closed or open/closed, supply voltage, Control 
lamp (LED): green, red, orange and electrical feedback

Power supply 10-30 V DC

Power consumption 

(per limit switch)

≤ 15 mA

Load current (per limit switch) ≤ 150 mA, per output

Inductive limit switch with 3-wire technology

Number of limit switches 1 or 2

Output version normally open contact (PNP)

Status Open, closed or open/closed, supply voltage, Control 
lamp (LED): green, red, orange and electrical feedback

Power supply 10-30 V DC

Power consumption 

(per limit switch)

≤ 15 mA

Load current (per limit switch) ≤ 150 mA, per output

NAMUR inductive double limit switch with 2-wire technology

Number of limit switches 1

Output version acc. to NAMUR

Status Open and closed, Control lamp (LED): red, orange
and electrical feedback 

Power supply 8 V DC through isolating barrier 

Power consumption ≤ 1.2 mA (damped)

> 2.1 mA (undamped)

Load current not applicable 

Specifi c technical data : switch with CSA approval

Degree of pollution 2

Category of installation I

Altitude max. 2000 m 

Power supply through power source (SELV)
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Dimensions [mm]

Electrical specification for mechanical switches

Voltage 

[V]

Maximum 

inductive load [A]

Maximium resistance 

load [A]

125/250 AC 8 8

24 DC 5 5

30 DC 2 5

50 DC 0,7 1

74 DC 0,25 0,6

125 DC 0,03 0,4

250 DC 0,02 0,25

PG11

67,5 35

Ø 66

C
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Ordering chart electrical position feedback Type 1062 (actuator size 40-125mm)

Feedback with mechanical switches (change-over contact for UC) 

for pneumatic stroke actuator for pneumatic rotary actuator
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closed 40 444 182 - 444 185 – – –

open 40 444 181 - 444 184 – – –

open/closed 40 444 183 562 568 444 186 – – –

closed 50-80 007 461 - 005 409 63 431 477 431 489

open 50-80 007 462 - 005 415 63 431 476 431 488

open/closed 50-80 007 463 562 566 005 416 63 431 478 431 490

closed 100-125 007 464 - 007 458 100 431 480 431 492

open 100-125 007 465 - 007 459 100 431 479 431 491

open/closed 100-125 007 466 562 567 007 460 100 431 481 431 493

Feedback with induction switches (normally open contacts for DC)

for pneumatic stroke actuator for pneumatic rotary actuator
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closed 40 444 188

560 407 562 563 560 411

– –

open 40 552 653 – –

open/closed 40 444 189 – –

closed 50-80 005 422

560 408 562 564 560 412

63 431 501

open 50-80 005 434 63 431 500

open/closed 50-80 005 461 63 431 502

closed 100-125 007 467

560 409 562 565 560 413

100 431 504

open 100-125 007 468 100 431 503

open/closed 100-125 007 469 100 431 505

Actuator size A B C

Ø 40 M24 x 1.5 12 M5

Ø 50, 63 and 80 M26 x 1.5 10 M6

Ø 100 and 125 M36 x 2 16 M10
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Type 8631, electrical position feedback (for actuator size 80 - 225mm)

Technical data

Material

 Body

 Cover

 Device variants

PPE/PA

PSU (transparent)

For single and double actuated actuators

Ambient temperature -10 to +50 ºC

Electrical connection M16 x 1.5 bushing by means of screw clamps

Protection class IP65 acc. to EN 60529

Mounting On piston actuator with Ø 80 - 225mm

Installation As required

Operating voltage

 Mechanical limit switches

 Inductive limit switches

max. 230 V AC / max. 1 A

8…30 V DC / max. 100 mA

Position feedback

 24 V version

 

 24 V or 230 V version

inductive limit switch (proximity switch), position feed-

back via binary outputs (NO)

mechanical limit switch, position feedback via binary out-

puts (NO or NC)

Option for 

communication circuit

ASI (AS interface)

Device Net

Further options NAMUR Limit switches acc. to II 2G EEx ia IIC (ATEX); 

Limit switches acc. to II 3G/D EEx T4 (on request)

Dimensions [mm]

ca. 25

1
2 2

3
1 2

16.8
57.6

67.8 63.5

8.
8

11

Connection G1/8  

Connection G1/4
NPT 1/4
RC 1/4

12
6.

7

Ø 109.8

56.5

23
.6

Ordering chart (other versions on request)
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inductive 1 Cable connection - - 154 354

inductive 2 Cable connection - - 154 353

mechanical 1 Cable connection - - 169 187

mechanical 2 Cable connection - - 146 643

inductive 2 Multipol M12 ASI - 146 642

inductive NAMUR 1 Cable connection - with 169 579

Adapterset for actuator 80mm 648 755

Adapterset for actuator 100mm 648 756

Adapterset for actuator 125mm 648 757

Adapterset for actuator 175 and 225mm 655 596




























